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Reader Order Guide 

 

This guide is designed to assist you in determining the appropriate reader for your order. This does not replace a 

purchase order. A valid purchase order will be required if you desire to place an order. If you have any questions or 

need additional assistance, please contact your sales representative. If you have additional information please 

include it on your purchase order. Please send POs to ccarducci@wavelynxtech.com.  

 

Your Reader Part Number: 

Follow the steps below to build your full part number for the reader that you wish to order. See the sample below 

to determine how to write your part number on your PO. Fields 1-3 are required. Fields 4-8 are optional, and will 

only be populated if you order something outside of the default option.  

Sample Part Number:                                         ETXX –XWS-PCX-PXX-LXX-CXX-BXX  

         

1. Reader Model 

2. Technology 

3. Communication 

4. Plastics Color (PC)  

5. Cable Length (P)  

6. Label (L)  

7. Configuration (C)  

8. Bluetooth Stack (B)  

 

1. Choose your Reader Model Number 

The model number represents the form of the reader. Our options are:  

• ET10 (Mullion) 

• ET20 (Single Gang) 

• ET25 (Single Gang with Keypad) 

• U (USB Reader) 

 

2. Choose Technology in the Reader 

The number following the reader model number determines what technology is in the reader. You have the 

choice between: 

• Prox (125 kHz) 

• Smart (13.56 MHz) 

• BLE (Bluetooth Low Energy) 

• Various Combinations 

See the table below for all your options and the correlating number. 

 

3. Choose Reader Communication (Not Applicable to USB Readers) 

You have the option to have your reader with either Wiegand (one way communication) or Serial (RS-485 two-

way communication) formatting. The Serial communication is the WaveLynx TLV RS-485 protocol. Simply add 

an S, W, or both in your part number. If you choose WS (both), this will offer you the option to use either 

protocol. Note that this is an autodetect feature, meaning that the reader will automatically detect if your 

system is Wiegand or Serial, and will set to that communication. After the reader chooses a communication 

setting this can only be changed with a configuration card supplied by WaveLynx. Please see your sales contact 

for more information.  
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As stated, fields 4-8 are optional. If you want default options for anything below, do not include it in your part 

number. If you do add it in your part number, keep the order of the fields the same, and be sure to include the 

1-2 digit code to specify the field. If any fields below need an option besides the default choice, then please 

contact your sales representative for more information or use our part number generator.  

 

4. Plastics Color (PC) 

All WaveLynx readers come in black plastics. Other color options may be available for custom readers.  

 

5. Cable Length (P) 

All WaveLynx readers come with a 2-foot-long cable. We can accommodate special requests for an additional 

fee.  

 

6. Label (L) 

WaveLynx offers the option to private label your readers for an additional fee. This adds on a 3-4-week lead 

time to initial purchase orders.  

 

7. Configuration (C) 

WaveLynx offers custom configuration for an additional fee. This adds time to the lead time, though that is 

dependent on what is required.  

 

8. Bluetooth Stack (B) 

WaveLynx works with a small group of partners to offer different Bluetooth solutions.  

 

Reader Part Numbers and Specifications 

 

 

Supported RF Technologies 

ACCESS CONTROL WALL READERS  

USB 

READERS 

Mullion 

Readers 

Single-gang 

Readers 

Keypad 

Readers 

125 kHz(PROX) ET10-1 ET20-1 ET25-1 U1 

13.56 MHz(SMART) ET10-2 ET20-2 ET25-2 U2 

125 kHz(PROX) & 13.56MHz(SMART) ET10-3 ET20-3 ET25-3 U3 

125 kHz(PROX) & Bluetooth ET10-5 ET20-5 ET25-5 U5 

13.56MHz(SMART) & Bluetooth ET10-6 ET20-6 ET25-6 U6 

125 KHz (PROX) & 13.56MHz(SMART) & Bluetooth ET10-7 ET20-7 ET25-7 U7 

 

 

 

 

 


